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D-229B

The Mobile Satellite Test Set provides a test
translator and block downconverter in a single
transportable package. This unit offers transmit to
receive, receive to L-, or transmit to L-band
frequency translations. Both translations are
designed for a minimum of amplitude and delay
distortion.

MOBILE
SATELLITE
TEST SET

FEATURES
• High frequency stability
• Low phase noise contribution
• Low intermodulation distortion
• 30 dB level control
• Cable storage area
• Optional 30 dB additional level  

control (translator)

MOBILE SATELLITE TEST SET

PRIMARY POWER REQUIREMENTS
Voltage........................................90–250 VAC +10%, -13% (auto selectable)
Frequency ....................................47–63 Hz
Power consumption.......................200 W typical

PHYSICAL
Weight ........................................35 pounds nominal
Overall dimensions ........................6" x 13" x 18" nominal
Panel connectors

RF connectors.........................N type female
LO monitor .............................SMA female

ENVIRONMENTAL
Operating

Ambient temperature ...............0 to 50°C
Relative humidity ......................Up to 95% at 30°C
Atmospheric pressure ..............Up to 10,000 feet 

Nonoperating
Ambient temperature ...............-50 to +70°C
Relative humidity ......................Up to 95% at 40°C
Atmospheric pressure ..............Up to 40,000 feet 
Shock and vibration ..................Normal handling by commercial carriers

TLT INPUT: 5.845 – 6.425 GHz
TLT OUTPUT: 3.62 – 4.20 GHz
DNB INPUT: 3.4 – 4.2 GHz
DNB OUTPUT: 0.95 – 1.75 GHz

Note: Output is inverting

MODEL TLT/DNB-6-1

MODEL TLT/DNB-14-1

TLT INPUT: 14.0 – 14.5 GHz
TLT OUTPUT: 11.7 – 12.2 GHz
DNB INPUT: 11.7 – 12.5 GHz
DNB OUTPUT: 0.95 – 1.75 GHz

TLT INPUT: 14.0 – 14.5 GHz
TLT OUTPUT: 12.25 – 12.75 GHz
DNB INPUT: 12.2 – 12.75 GHz
DNB OUTPUT: 0.95 – 1.50 GHz

MODEL TLT/DNB-14-2

TLT INPUT: 13.75 – 14.5 GHz
TLT OUTPUT: 10.95 – 11.7 GHz
DNB INPUT: 10.95 – 11.7 GHz
DNB OUTPUT: 950 – 1700 GHz

MODEL TLT/DNB-14-3








